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Durability of the Thermal 

resistance and thermal 

conductivity under the 

influence of heat, weather 

conditions and aging

4.2.1 Thermal resistance and 

thermal conductivity
NPD

4.3.2 Dimensional stability NPD

4.3.2.2 Dimensional stability at 

70°C
NPD

4.3.2.2 Dimensional stability

at specified temperature and 

humidity

NPD

Durability of the reaction to 

fire under the influence of 

heat, weather conditions and 

aging

4.2.7 Reaction to fire NPD

Short term water absorption 4.3.8 Water absorption NPD

Durability of the compressive 

strength under the influence of 

aging

4.3.7 Long term compressive 

creep
NPD

a) NPD = no Performance declared
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Tensile strength

4.3.5 Tensile strength parallel 

to faces
NPD

4.3.4 Tensile strength vertical 

to faces
TR1

Water vapour transmission
4.3.9 Water vapour 

transmission
NPD

compressive strength
4.3.3 compressive strength NPD

4.3.6 Point load NPD

Mouldering performance 4.3.17 mouldering NPD

Thermal resistance

4.2.1 Thermal resistance and 

thermal conductivity
λd = 0.038 W/mK

4.2.3 Thickness
T3 / Siehe Etikette / voire 

étiquette / see label

Sound absorption (for Flooring)

4.3.10 Dynamic stiffness NPD

4.3.11.1 Thickness dL NPD

4.3.11.3 compressibility NPD

4.3.13 Air flow resistance AFr5
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